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Abstract—In this paper a new leader-follower formation of papers dealing with vehicular systems and control of auto-
nonholonomic mobile robots is studied. The follower is a catike  mated road vehicles (see, e.g. [22] and the referencedrhere
vehicle and the leader is a tractor pulling a trailer. The lealer Formation shapeRigid formations (i.e., formations where

moves along assigned trajectories and the follower is to matiain the int hicle desired t tant in ti
a desired distance and orientation to the trailer. A sliding e inter-vehicle desired parameters are constant in tane)

mode control scheme is proposed for asymptotically stabiting frequentin the literature (see the references above)c8inig
the vehicles to a time-varying desired formation. The attiude between different rigid formations has been studied rdgent
angles of the follower and the tractor are estimated via globl jn [7], [25].
e>_<pone|_f1t|al obseryers bas_ed on the invariant manifold teatique. Formation control The most common formation control
Simulation experiments illustrate the theory and show the trateqi feedback li iz ati 71 1201 d ek
effectiveness of the proposed formation controller and ndimear stra 99'83 z?\re .ee ack linearization [ _]' [20], dynaneied-
observers. back linearization [19], [30], backstepping [17].
State estimationThe state of the formation is frequently
. INTRODUCTION supposed to be known. Otherwise standard nonlinear olbrserve

are used: e.g. the extended Kalman filter [7], [20] and régent
Last years have seen a growing interest on control gfe unscented Kalman filter [19].

formations of autonomous robots. This trend has been supin this paper a new challenging leader-follower formation
ported by the recent technological advances on compugg-nonholonomic mobile robots is studied. The follower is a
tion and communication capabilities and by the observatie@r-like vehicle and the leader is a multibody mobile robot:
that multiagent systems can perform tasks beyond the akjltractor (a car-like vehicle) pulling a trailer. The leadeoves
ity of individual vehicles. By formation control we simply along an assigned trajectory while the follower is to mamta
mean the problem of controlling the relative position ang desired distance and orientation to the trailer.
orientation of the robots in a group while allowing therhe choice of this specific formation was motivated by a
group to move as a whole. In this respect, research deggdssible real-world application: the control of truckitea/car
with ground vehicles [9], [11], [18], surface and underwaplatoons in automated highway systems (AHSs) [1], [26].
ter autonomous vehicles (AUVs) [10], [12], unmanned aerig@lesides the applicative example, it is expected that the pro
vehicles (UAVs) [4], [16], microsatellite clusters [2],4P posed multi-robot scheme could be of theoretical intenest i
One of the most important approaches to formation contrabnholonomic systems research.
is leader-following A robot of the formation, designed as During the last three decades since [27], variable stractur
the leader, moves along a predefined trajectory while tegstems (VSS) and sliding mode control (SMC) (that plays
other robots, the followers, are to maintain a desired pesta dominant role in VSS theory), have attracted the control
(distance and orientation) to the leader. research community worldwide (see e.g., [8], [14], [21] and
Leader-follower architectures are known to have poor distithe references therein). One of the distinguishing feature
bance rejection properties. In addition, the over-reaoa of sliding mode is the discontinuous nature of the control
a single agent for achieving the goal may be undesirakietion whose primary function is to switch between two
especially in adverse conditions. Nevertheless this a@mirés  different system structures such that a new type of system
extremely simple since a reference trajectory is clearfindd motion, called sliding mode, exists in a manifold. This gdizou
by the leader and the internal formation stability is indilicecharacteristic results in excellent system performancitwh
by stability of the individual vehicles’ control laws. includes insensitivity to parametric uncertainty and e
The following common features can be identified in thdisturbances.
literature concerning leader-follower formation controf Sliding mode control has been largely used in the indus-
mobile robots: trial electronic area (induction motors, electric drives8]).
Kinematic models Unicycle models are the most commorRecently, it has been applied to trajectory tracking of
in the literature [6], [29]. Car-like vehicles are frequent nonholonomic vehicles [5], [31]. Nevertheless, only few



papers [13], [23], dealt with sliding mode control for robot ar,
formations. ey

In the present paper we propose a globally asymptotically i
stable sliding mode formation tracking controller for the
tractor and trailer - car system. Differently from the laairre,
the desired leader-follower formation is allowed to varyiine
arbitrarily. Actually, any continuous distance and oraitn
functions can be used to define the formation shape.

Finally, according to the invariant manifold technique pro
posed in [15], global exponential observers of the attitude
angle of the follower and the tractor are designed. These
observers are among the first applications of the theory
developed by Karagiannis and Astolfi. They revealed simple
to implement and they exhibited good performances in the
simulation experiments, thus confirming that the invariant
manifold technique is a viable alternative to standard inear
observer design strategies.

The rest of the paper is organized as follows. Section Il is
devoted to the problem formulation. In Section Il the siigli (xF, yr)
mode formation tracking controller is designed. In Sectién
the nonlinear observers of the attitude angles are praente Fig. 1. Leader-follower setup.
In Section V simulation experiments with noisy data illasr
the theory and show the closed-loop system performance.

In Section VI the major contributions of the paper are sunhe kinematic model is,
marized and future research lines are highlighted.

Notation: The following notation is used through the paper: &, = v costy,
Rt={zeR|z>0}, Rf ={zreR| x>0} JL = v sin 6
Vo € R, signz) = 1if 2 > 0, signz) = 0 if z = 0 and JL T TR
signz) = —1if 2 < 0. 6, = Litanayg B
Vs = (s1,s2)" € R? signs) = (sign(s1), sign(sz))”, b
sl = /st + s3, diag(s1, s2) = (501 502)' L = Z—L sin(0r, —nz)
2
dL = Wy

Il. PROBLEM FORMULATION
wherexy, yr, 0 and oy are the car part variables of the

The leader-follower setup considered in the paper gadern; is the angle of the trailer with respect to theaxis
presented in Fig. 1. Thiollower F is a car with rear wheels and /s is the distance between the rear wheels of the tractor
aligned with the vehicle and front wheels allowed to spinutboand the wheels of the trailer. Hereafter we will assume that:
the vertical axis. The kinematic model is, Hypothesis 1:The steering angle of the vehicles is
bounded, namelwr, ar, € [-7/3, 7/3].

Hypothesis 2:The possible configurations of the tractor and

T =wvpcostp ) X . e
trailer are restricted by a mechanical stop on the revohit |
YF = vpsinfp connecting the two bodies, hengg € (0, 7).
) vp (1) With reference to Fig. 1, the following definition introdwsce
Op = A tan ap the notion of leader-follower formation used in this paper.
. Definition 1: Let d(t) : Ry — R*, ¢(t) : Rf —
ar =Wr (—7/2, w/2) and d(t), #(t) € C', be two given functions.
We say thatl, and F' make a(d, ¢)-formation with leader
where(zr, yr) are the coordinates of the midpoint of the reaffjrIt timet, i,
driving wheelsgr is the angle of the car body with respect to zr, — Uy cosny zp + 01 cosOp
the z-axis, ar the steering angle with respect to the car body, _ 0 sin - 44y sing =
¢, the wheelbase of the car ang andw are respectively the yr = 2 SImL Yr T ESIOE

of the car. Theleader L is an articulated vehicle, a tractor

forward velocity of the rear wheels and the steering vejocit
=d
(car) pulling a trailer. (

cos(0p + ap + ¢)
sin(0p + ar + ¢)



and, simply, that L and F make a (d,¢)-formation Replacing the derivatives according to (1) and (2) and mgiti

(with leaderL) if (3) holds for anyt > 0. the resulting expression in a matrix form, we obtain,

d is the distance between the midpoint of the wheels of the

trailer and the midpoint of the front wheels of the followeda

¢ is the visual angle of the trailer from the follower, minus ) vy, WF
A<UF> +B

a

the steering angle.r (see Fig. 1). |+ cC| o2 +D
Note that in order to avoid collisions between the vehicles,
a sufficient condition is thad(t) > 2¢; + ¢» for any ¢ > 0.

B Wr )
VL w%
VF WF
IIl. SLIDING MODE FORMATION TRACKING CONTROL where

globally asymptotically stabilizing the vehicles to thesited A =
(d, ¢)-formation. We here recall that the leader moves along
an assigned trajectory and consequently the veetorwr )’ The components of the matricBse R2%3 andC € R?*5 are
is known.

Proposition 1: According to Hypotheses 1, 2 and DefiniB11 = k1 cos(f —yL) cos L

In this section we design a sliding mode controller for (—cos@F +tanap (sinfp + %sin/\p) dsin A\p )

—sinfp — tanap (cosfp + % cosAp) —dcosAp

tion 1, introduce the error vector Biy= W;l% cos(f, —vz)sin(20r — ) + SirégL sin(2yr —0r)
el xy, — o cosnyp, xp + 01 cosOp Bl3:cos(.9L_7L)COSWL
ea]  \yr—tlosinng yr + {1 sinfp Ba1 = kysin(fr —7z) cos vz }
(4) Ba= —WZ’% sin(f, —~r) sinvyy, + %603(2%—&)
iy cos(0p + ap + ¢) Bas — sin(6, —1) cos v,
sin(@F + ap + (b)
o sin Ag (25+k1d)+2dd) Ccos\p . o
and define the sliding surfaces Cii = tanap( ' o + k1 sinOp) — kicosfr
Cio=sinAp(2d 4+ dk1) + 2d ¢ cos A\
s1 =e1 + kl €1 (5) 013: sin@pgtanozp 4 tan;ap ([1 cos eF + d cos )\F)
So = €9+ ko eo 1 1
C14 = dcos AF
wherek;, ko are positive constants. The control law Cis= m(él sinfp + dsin A\p) + j—f cos Ap tan ap
vp Co1= —tanap (CoS )‘F(2d+ki'f)_2d¢sm AE 4 pocos HF) — kosin Oy
) v, wp Cor= —COSAF(2d+dk2)+2d¢sinAp
VR _ ) . ) )
<WF> =A! [ —-B|v2|-C| vk |- D - Fsigns)| Co= —C(’heFéi“no‘F + tdn%aF (¢1sin0p + dsin A\g)
vL w%‘ C24 = dsin )\F
VFp WF ©) C25:mwlcowp—dcos)\p)%—%sin/\FtanaF

globally asymptotically stabilizes the sliding surfaceszero. .
The matricesA, B, C, F and the vectoD are defined in the @nd the vectoD is given by,

proof given below. —d+dd? —kyd  2d¢ + db + krdd) [ cos A
Proof: Define A\p = 0 + ar + ¢ and~, = 0 — 0. D— ¢ ! ¢ ¢ 149 L )
Let computes; and s, from (5), —2dd — dd — kodd —d + dd? — kid sin Ap
5 = &1, + by cosny, 7'7% + Uy sinng i, — ip + 41 cosOp 9'% 4+ Consider the candidate Lyapunov function

+ 01 sinfp Op — dcos A\p + 2dsin A\p Ap + dcos Ap )\% + v — ESTS
+dsin)\p;\.F—|—k1(i:L—|—égsin77L7'7L—x'F—i—élsinHFéF— 2

—dcosAp +dsin A\p Ap), whose derivative along the system trajectories is

. UF

b9 = ijr, + Lasinng 07 — Lz cosny fir — i + 180 Op 0F — , vy, wr
—flcosepép—dsinAp—2dcosAF}\F+dsinAp}\%— V:sT(A (ZF> +B|[v? | +C vF + D). @)
— dcos A\p /\F—i—kg(yL—égcosnLﬁL—yF—ﬁlcosﬁpﬁp— e vl w%

—d.SiIl)\F—dCOSAFAF). VFWE



Substituting the control law (6) in (7), witk = diag( f1, f2),
fi, f- € RT, we obtain,

V = —fils1| — fals2]

that is strictly less than zero for all # 0. Therefore (6)
globally asymptotically stabilizes the sliding surfaceszero.

Substituting (8) and (9) in (11), we obtain,

zlz—Z—fzgtanaF—Av%zl 1
29 = YE 2 tanap — Avi 2 12)
2= 21 F 7 22.

Define the candidate Lyapunov function,

[ R
. V=5 (21 +2)
Remark 1:The proposed control law (6) becomes singular 2
when whose time derivative along (12) satisfies,
det(A) — dcosg 0
¢ ~cosap V=—2A0vLV.

From Hypothesis 1 and the assumptions in Definition Lince o s finite, then necessarily there is a time instant

det(A) # 0 for any ¢t > 0, and consequently the proposed,qh thatV/ (t) < —e(t) V(t), £(t) € RY, ¥t > f and this

control law has no singularities. concludes the Eroof. -
Remark 2: Note that since control (6) explicitly depends on

trailer’'s parameters (i.elp, 111.), the trajectory of the follower B. Estimation of the anglé.,

does not coincide in general with that of car following amsth | order to estimated;, an analogous observer can be

car (the tractor). The two paths become similar when t'%?esigned by simply referring equations (8), (9), (10) to the

curvature of leader’s trajectory is small or the trailerigidly
connected to the tractor.

IV. OBSERVERS DESIGN

In this section, according to the invariant manifold tecjus
introduced in [15], we design global exponential observe
of the attitude angle§r andf; based on the measuremen

vectors(zr, yr, ar)’ and(zr,yr, ar)?, respectively.

An alternative observer d@f;, only based ony, = 6, —ny, the
angle between the cable connecting the tractor to the traile

and the trailer longitudinal axis, is also proposed.

A. Estimation of the anglér

leader’s kinematics. This observer will be used in the sanul
tion experiments.

An alternative observer of the anglg is here introduced.
It is not an exponential estimator 6f,, but since it depends
ona single measured variablg,, is possibly less sensitive to
PSisturbances.

Proposition 3: Consider model (2) and the system,

&3 = —Z—L §a sinyg, (13)
2

€= Z—L &3 sinyr. (14)

2

T A —
Proposition 2: Consider model (1) and assume that the safren. for any(£s(0), £(0))" such thati, (0) = 7.(0).

Q = {t e Rf : vp(t) = 0} is finite. Define the system,

: v
& =—(&+Ayror) g_j tanap —

(8)
—Avi (& +Axpop) — Azpip
b= (& +Azpop) or tanap —
b ©)

—Avi (&4 Aypop) — Aypop

éL = L + arctan <§—4>
&3

gives an estimate of the angle.
Proof: The proof is analogous to that of Proposition 2.
Define the error variables,

23 = —&3 + cosnL

24 = —&4 + sinng.

where A is a positive gain. Then, for any initial conditionTneir derivatives are

(£1(0), &(0))7,

ép = arctan (

&+ Ayr 'UF) (10)

S+ Axpop
exponentially converges to the actual attitude angle
Proof: Define the error variables,
z1=-& — Axpvp +cosfp
20 ==& — Aypvp +sinfp.
Their derivatives are,
= —Z—IF sinfp tan ap — 51 - AU% cosbp — ANxpOp

Zo = 7z—fCOSGFtaJHOZF —52 —Av%sinGF —Aypip.
(11)

Z3 = — L sinnpsiny, — £
: (15)
Z4 = Gk cosnpsinyp — &
Substituting (13) and (14) in (15), we obtain,
= —;—g z4 Sinyg,
(16)
Z4 = 12—5 zg sin-yy,.

Define the candidate Lyapunov function,
1
V=3 (23 + 23).

lts derivative along (16) i/ = 0 from which the result
follows. ]
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Fig. 2. Simulation | (ideal measurements): (a) Trajectdrthe leader and the follower; (b) Trajectory of the vehidieshe first 8 seconds of the simulation.

Remark 3:Note that the exponential observer &f does €2(0) = v1,(0) sinn (0) cosyL(0) — vp(0) (sinfr(0) +
not use the angley;. Neverthelessy;, needs to be mea- + cos 0 (0) tan ap (0) + %J)COS Ar(0) tanap(0))—
sured in order to compute the sliding surfacgs s; and B i . B
matrix B in (6). The same conclusions hold for the observer wr(0)d(0) cos Ar(0) — d(0) sin Ar(0)

in Proposition 3 and vectatrr,, yr, or )T —d(0) #(0) cos Ar(0) = 0.

V. SIMULATION RESULTS Solving the above equations with respectup(0), wp(0)

Two simulation experiments were carried out to evaluate t%th Ar(0) € (0,m), we finally obtain,

performance of the sliding mode controller and the nonlinea cosap(0 .
observers presented in Sections I1l and IV. The first siniuat vr(0)= Wﬂ())) [”L(O) cos72(0) COS(}‘F(O)_WL(O))_CZ(O)}
refers to the case of ideal measurements. In the second
simulation the vector$zr, yr, ar)?, (vr,yr,ar)’ and~yz wp(0) = ;
are supposed to be corrupted by zero mean gaussian noise with d(0) sin Ap(0)
variance0.5 x 10~2. The initial conditions of the leader and :
the follower arex1, (0) = 5m,y.(0) = 2m, 0,,(0) = w/2rad, + v1(0) c0571(0) cos(Ar (0) — 11.(0)) — d(0)
ar(0) = orad, n,(0) = 7/2rad, zp(0) = 1m, y(0) = cos $(0)
1.5m, 0r(0) = w/2rad, ar(0) = Orad. } d(0) . .

In orde(r t)o corr/1pute the ;c)tuating control input, equatign (6 (COb(aF(O) +0r(0)) = R Ar(0) sin aF(O)) +
needs to be integrated and some initial valuef)), wr(0) to . .
be fixed. Although the stability of the control does not depen + d(0) cos Ap(0) — d(0) $(0) sin Ap(0) } -
on these values, a common procedure to initialize the vi#asci
in order to get good performances, is the following. Compu%
the derivative of (4) for = 0 and equal it to zero,

[ — v,(0) cosnr(0) cosyL(0) +

We set/; = 0.2m, ¢, = 0.5m and we chose the
Sllowing parameters for the controller and the observers:
ki =ky =1, fl = f2 =2andA = 5, 61(0) = 52(0) = 0.
¢1(0) = vL(0) cosn(0) cos £ (0) + vp(0)(— cosr(0)+  Table | shows leader’s velocity and functiodé) and ¢(t)

: a(0) used in Simulation | and Il. The steering velocity of the
T sinfp(O) tanap(0) + TR sinA(O) tanar @)+ 20 RS ation 11 (see Table 1 9(t) = /600 if
+wr(0) d(0) sin Ap(0) — d(0) cos Ap(0) + t < 3s,Q(t) = —7/600 if t > 3s. Figs. 2 and 3 are relative

+d(0) ¢(0)sin Ap(0) =0 to Simulation 1.



UF

O = N w A~ o

6 8 10 12 14
time [s]

WF

6 8 0 12 14
time [s]

@)

time [s]

©

8 0 12 14

time [s]

(e)

0.5

6 8 10 12 14

time [s]

(b)

—¢
""" ba
éi 8 1‘0 1‘2 1‘4
time [s]
(d)

6 8 0 12 14

time [s]

()

Fig. 3. Simulation | (ideal measurements): (a) Control ispy- andwp; (b) Sliding surfacess; and s2; (c) Desired distancel and actual distancé 4;

(d) Desired orientatiorp and actual orientatio 4; (€) 0 and Op: (f) 6, andby,.

Fig. 2(a) shows the trajectory of the leader and the followd¥ig. 2(b) shows the trajectory of the vehicles in the first 8
In order to have a temporal reference in the figure the robatsconds of the simulation. In Fig. 3(a) the control inputs
are drawn each second: the rectangles represent the tractorand wg are reported. In Fig. 3(b) the sliding surfaces

and the follower, while the small squares denote the trail@nd s, asymptotically converge to zero. Fig. 3(c) shows the
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Fig. 4. Simulation Il (noisy measurements): (a) Trajectofythe leader and the follower; (b) Sliding surfacesand s2; (c) Desired distancé and actual
distanced 4; (d) Desired orientatiorp and actual orientatio® 4.

desired distancd and the actual distance

Simulation | Simulation |1 xy —locosn, —xp — {1 cosOp
d =
vr(t) [m/s] 15 15 4 yr — losinn, —yp — £y sinfp
wr, () [rad/s] —/2000 Q(t)
d(#) [m] cos(t) + 2 2 Analogously, Fig. 3(d) shows the desired orientatiprand
#(t) [rad] —0.1cos(t) —7/3 | 0.15cos(t) — /4 the actual orientation
TABLE |

LEADER’'S VELOCITY AND DESIRED FUNCTIONS INSIMULATION | AND I1. yr — lasinng —yp — L1 sinfp
¢4 = arctan — 0 — aF.
xy, —lacosn, —xp — £y cosOp



da, o4 and d, ¢ coincide after about 5 seconds. Finally,[7]
Figs. 3(e)-(f) show the time histories 6f, » andd;, ;.

The results of Simulation Il are given in Fig. 4. Fig. 4(a) (8]
shows the trajectory of the leader and the follower, Fig.) 4(b
the sliding surfaces and Figs. 4(c)-(d) the desired andahctu
distance and orientation. In spite of the noisy measuresnen{g]
as in Simulation 1,d4, ¢4 converge tod, ¢ and the sliding [10]
surfaces converge to zero. The control inputs wr and the
time histories o), 6 anddy,, 6, are not shown for lack of [11]
space. From the simulation experiments we observed that the
estimatef » (and analogously;) is much more sensitive to

" ’ [12]
position than angular disturbances.
[13]

VI. CONCLUSION [14]

In this paper we propose a new leader-follower formgys;
tion of nonholonomic mobile robots. The follower is a car
and the leader is an articulated vehicle, a tractor pulli
a trailer. The desired formation, defined by two parameters
(a distance and an orientation function) is allowed to vary i
time. A sliding mode formation tracking control scheme an@”!
nonlinear observers for the estimation of the attitude esgf
the follower and the tractor, are designed. These obseavers[18]
based on the invariant manifold technique recently progose
in [15]. The effectiveness of the proposed designs has bges
validated via simulation experiments.

Future research lines include the experimental validadifon
our control scheme and the extension of our results to veic}yq,
with more involved kinematics (e.g. the fire truck model [3]
could be considered for the leader). For the sake of sirrh}olici[21]
in the present paper a single-leader, single-follower &diom
has been considered. Future investigations will cover tfg2]
more general case of multi-leadenulti—follower formations
(see, e.g. [6]). 23]
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